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When performance counts

Our unique, patented design is proven to reduce 
wave action and creates a multidimensional 
barrier against waves by dispersing them along 
the lane line, through each individual freely 
spinning lane disc, and then down into the water.

Anti Wave lane lines meet a wide range of needs 
from recreational lap pools to international 
aquatic facilities for elite competition.

Our MAXI, MYTI and MIDI model racing lanes 
represent the cutting edge of lane design and 
wave dissapation, and comply with all FINA, LEN 
and equivalent regulations.

•  Unique design quells wave action, and keeps 
the water calmer for swimmers

•  The MIDI 110mm and MYTI 125 are suitable  
for competition, water polo and general  
pool division

•  150mm width is designed for elite competition 
pools and maximum wave control

•  All discs are made from top specification UV 
Stabilised advanced thermoplastics

•  Includes SuperTensioners for safe, easy 
tightening and removal of lane lines

•  Cable is SS316 with diameter of 3.1mm and 
max force of 5kn - allowing higher tension and 
more effective wave dissapation

65mm disc 110mm disc 125mm disc 150mm disc

Ideal for 
junior swim 
schools & 
pool division

Adequate 
wave 
reduction for 
recreational 
swimming

Good wave 
reduction for 
competition 
swimming

Superior 
wave 
reduction for 
elite aquatic 
facilities

LANE LINES

6 STANDARD COLOUR OPTIONS
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DISCS AVAILABLE IN 4 DIAMETER WIDTHS

65 
mm

110 
mm

125 
mm

150 
mm

UV STABLILISED  
DISCS

FINA  
APPROVED

PATENTED  
DESIGN

MADE IN  
AUSTRALIA

Anti Wave Lane Lines assembled with SuperTensioner and Long Clamp with S-Hook

Model/Item No. Description

12-61-450-99T 50m MAXI, 150mm diameter

12-61-350-99T 50m MYTI, 125mm diameter

12-61-250-99T 50m MIDI, 110mm diameter

12-61-150-99T 50m MINI, 65mm diameter

12-61-425-99T 25m MAXI, 150mm diameter

12-61-325-99T 25m MYTI, 125mm diameter

12-61-225-99T 25m MIDI, 110mm diameter

12-61-125-99T 25m MINI, 65mm diameter

Anti Wave Custom Lane Line Configurations

Model/Item No. Description

12-61-400-99 150mm diameter MAXI (per metre) 

12-61-300-99 125mm diameter MYTI (per metre)

12-61-200-99 110mm diameter MIDI (per metre)

12-61-100-99 65mm diameter MINI (per metre)

Anti Wave Disc & Floats

Model/Item No. Description

2-61-40X 150mm MAXI Disc  White (1), Red (2), Yellow (3), Blue (4), Green (5), Black (6)

2-61-30X 125mm MYTI Disc  White (1), Red (2), Yellow (3), Blue (4), Green (5), Black (6)

2-61-20X 110mm MIDI Disc White (1), Red (2), Yellow (3), Blue (4), Green (5), Black (6)

2-61-10X 65mm MINI Disc White (1), Red (2), Yellow (3), Blue (4), Green (5), Black (6)

2-61-60X Float Donut  White (1), Red (2), Yellow (3), Blue (4), Green (5), Black (6), Grey (7)

Key to order discs and  floats:
X = colour, Example 2-61-103 = 65mm Yellow MINI disc

Note: SuperTensioner, Long Clamp with S-Hook or Snap Hook must be ordered seperately

+  Custom disc colours available upon request
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LANE LINE REEL
The original and best

Anti Wave SuperTensioner provides simple, 
problem free tensioning of stainless steel 
lane cables and lane ropes and is superior to 
outdated turn-buckle technology.

•  Threaded rod allows safe, simple and secure 
adjustment of lane ropes with no tool needed

•  Stainless Steel rod with brass ferrule and glass  
filled polycarbonate body construction

• All stainless steel fittings are marine grade SS316

•  SuperTensioner is tested up to 4kN line 
pressure, allowing high performance wave 
dissapation

SUPERTENSIONER

PART #:

 178 

EXTENDED

RETRACTED

 53  7 

 73 

 218 

LEAD SCREW WITH S-Hook TENSIONER JAM NUT

TENSIONER BODY END CAPSHORT CLAMP ASSEMBLY

STOP WASHERS
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MFG
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   LINEAR:
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SCALE:1:3 SHEET 1 OF 1 A4

ABS w/ SRS MasterUV Inhibitor
WEIGHT: 

SUPER TENSIONER

DESCRIPTION:

Serious Equipment - Serious Fun -  Access for All 
SRSAustralia PTY LTD  

12 Enterprise Street, Richlands QLD 4077

P +61 7 3812 2283 | F +61 7 3812 1187 
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Proprietary and Confidential:
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sole property of SRS AUSTRALIA PTY LTD.  Any 
reproduction in part or whole without the written 
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540 g
30-61-0202 ANTI WAVE SUPER TENSIONER

Anti Wave SuperTensioner

Model/Item No. Description

30-61-0202 Anti Wave SuperTensioner (Red)

30-61-0203 Anti Wave SuperTensioner (Black)

Anti Wave White Powder-Coated StoReel

A high-capacity lane line storage reel made from 
corrosion-resistant, powder coated aluminum. 
The StoReel features four stainless steel casters, 
making it easy to maneuver on the pool deck.

•  Size: 980mm

•  180kg maximum weight capacity

•  Sturdy frame is made from powder-coated 
aluminium

•  Heavy duty locking castors swivel 360°  
making the StoReel easy to maneuver 

• Axle is powder-coated aluminium

Capacity Chart

Lane Line 
Size (ø dia)

Total lane 
line length

25 metre 
lane lines

50 metre 
lane lines

MAXI 150mm 100 metres 4 lane lines 2 lane lines

MYTI 125mm 125 metres 6 lane lines 3 lane lines

MIDI 110mm 150 metres 6 lane lines 3 lane lines

MINI 65mm 250 metres 10 lane lines 5 lane lines

Lane Line StoReels

Model/Item No. Description
SHIPPING (2 items)

Weight Length Width Height

13-61-5003 StoReel Lane Line Reel 28kg
22kg

1300mm 
2300mm

1300mm 
250mm

500mm 
500mm

30-61-0502 StoReel Cover Blue Vinyl

SPECIFICATIONS

OPTIONAL COVER

S.R.Smith

StoReel White Powder-
Coated Lane Line Reel

• Sturdy frame is made from powder-coated aluminium

• Heavy duty locking casters swivel 360°, making the StoReel easy to maneuver

• Axle is powder-coated aluminium

          Shipping   2 boxes 
Item No. Description Weight Length Width Height

13-61-5003 StoReel Lane Line Reel 28kg 130cm 130cm 50cm 
  22kg 230cm 25cm 50cm

Capacity Chart
Lane Line Size Total  25 metre 50 metre 
(in diameter)  lane lines lane lines

MAXI 150mm 100 metres   4 lane lines 2 lane lines

MYTI 125mm 125 metres 5 lane lines 3 lane lines

MIDI 110mm 150 metres 6 lane lines 3 lane lines

MINI  65mm 250 metres 10 lane lines 5 lane lines

PART #:
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StoReel White Powder-
Coated Lane Line Reel

• Sturdy frame is made from powder-coated aluminium

• Heavy duty locking casters swivel 360°, making the StoReel easy to maneuver

• Axle is powder-coated aluminium

          Shipping   2 boxes 
Item No. Description Weight Length Width Height

13-61-5003 StoReel Lane Line Reel 28kg 130cm 130cm 50cm 
  22kg 230cm 25cm 50cm

Capacity Chart
Lane Line Size Total  25 metre 50 metre 
(in diameter)  lane lines lane lines

MAXI 150mm 100 metres   4 lane lines 2 lane lines

MYTI 125mm 125 metres 5 lane lines 3 lane lines

MIDI 110mm 150 metres 6 lane lines 3 lane lines

MINI  65mm 250 metres 10 lane lines 5 lane lines

PART #:
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Anti Wave Stainless Steel StoReel

A high-capacity lane line storage reel made from 
corrosion-resistant, stainless steel. The StoReel 
features four stainless steel casters, making it 
easy to maneuver on the pool deck.

•  Size: 980mm (deck to centre axle)

•  180kg maximum weight capacity

•  Sturdy frame is made from polished 316L 
stainless steel to resist corrosion

•  Heavy duty locking castors swivel 360°  
making the StoReel easy to maneuver 

• Axle is powder-coated aluminium

Capacity Chart

Lane Line 
Size (ø dia)

Total lane 
line length

25 metre 
lane lines

50 metre 
lane lines

MAXI 150mm 100 metres 4 lane lines 2 lane lines

MYTI 125mm 125 metres 6 lane lines 3 lane lines

MIDI 110mm 150 metres 6 lane lines 3 lane lines

MINI 65mm 250 metres 10 lane lines 5 lane lines

Mini StoReel

A lightweight, compact lane line storage reel. 
Ideal for use in program pools using mini (65mm) 
lane lines.

•  Fits 60m of Mini lane lines – (4 x 15m)

•  Ideal for learn to swim pools with limited  
deck space

• Dimensions: 1120mm W x 990 H x 915mm D

• Weight: 21kg

• Aluminium with white Powdercoat

• Heavy duty locking castor wheels

Lane Line StoReels & Parts

Model/Item No. Description
SHIPPING (2 items)

Weight Length Width Height

13-61-5001 StoReel Lane Line Reel 28kg
22kg

1300mm 
2300mm

1300mm 
250mm

500mm 
500mm

5-61-003 Swivel Castor Wheel

2-61-7011 Plastic End Cap

30-61-0502 StoReel Cover Blue Vinyl

SPECIFICATIONS

SPECIFICATIONS

S.R.Smith

StoReel Stainless Steel 
Lane Line Reel

• Sturdy frame is made from polished 316L stainless steel to resist corrosion

• Heavy duty locking casters swivel 360°, making the StoReel easy to maneuver

• Axle is powder-coated aluminium

          Shipping   2 boxes 
Item No. Description Weight Length Width Height

13-61-5001 StoReel Lane Line Reel 28kg 130cm 130cm 50cm 
  22kg 230cm 25cm 50cm

Capacity Chart
Lane Line Size Total  25 metre 50 metre 
(in diameter)  lane lines lane lines

MAXI 150mm 100 metres   4 lane lines 2 lane lines

MYTI 125mm 125 metres 5 lane lines 3 lane lines

MIDI 110mm 150 metres 6 lane lines 3 lane lines

MINI  65mm 250 metres 10 lane lines 5 lane lines
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StoReel Stainless Steel 
Lane Line Reel

• Sturdy frame is made from polished 316L stainless steel to resist corrosion

• Heavy duty locking casters swivel 360°, making the StoReel easy to maneuver

• Axle is powder-coated aluminium

          Shipping   2 boxes 
Item No. Description Weight Length Width Height

13-61-5001 StoReel Lane Line Reel 28kg 130cm 130cm 50cm 
  22kg 230cm 25cm 50cm

Capacity Chart
Lane Line Size Total  25 metre 50 metre 
(in diameter)  lane lines lane lines

MAXI 150mm 100 metres   4 lane lines 2 lane lines

MYTI 125mm 125 metres 5 lane lines 3 lane lines

MIDI 110mm 150 metres 6 lane lines 3 lane lines

MINI  65mm 250 metres 10 lane lines 5 lane lines
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Mini Line StoReel

Model/Item No. Description

13-61-5004 Mini StoReel

STAINLESS  
STEEL

HIGH GRADE
316

OPTIONAL COVER

Capacity Chart

Total lane line length 15 metre mini lane lines

60 metres 4 lane mini lines

MADE IN  
AUSTRALIA

POWDER COATED 
ALUMINIUM

Ideal for storage of 
smaller lane lines
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Anti Wave Nylon Lane Line Anchor

Installs in to the pool wall, for anchoring lane 
lines. Anchor does not require earthing.

Lane Line Parts & Accessories

Model/Item No. Description

17-61-003 Nylon Lane Line Anchor

17-61-A04 Stainless Steel Lane Line Anchor

17-61-140S Lane Line Anchor for Overflow Pools 140mm

17-61-200S Lane Line Anchor for Overflow Pools 200mm

Lane Line Anchor for Overflow Pools

Low profile lane line anchor for use on pools 
with overflow gutters.

•  Marine-grade, 316 stainless steel with vinyl 
coated for extra protection

• 140mm and 200mm lengths

• ChemSet anchor kit included

S.R.Smith

Lane Line Anchor for 
Overflow Pools

• Low profile lane line anchor for use on pools with overflow gutters

• Marine-grade, 316 stainless steel that’s vinyl coated for extra protection

• 140mm and 200mm lengths

• ChemSet anchor kit included

Model # Description

17-61-140S Lane line anchor, 140mm stainless steel

17-61-200S Lane line anchor, 200mm stainless steel

ChemSet Anchor

140mm Anchor

200mm Anchor

PART #:

 145 

 22 

Plastic Flat Head Screw Cap

50mm anchor
retaining screw

Anchor Body

 32min core drill 

150 allows anchoring
past the tiling24MPa min rated anchoring

epoxy.

Wipe away any excess epoxy
with a damp cloth.

Use plastic screw to cap and protect
threads from excess epoxy falling inside

Appropriate core hole width creates 
improved stress barrier between 
the multiple interfacing surfaces. 
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17-61-005-1 Chem Set Anchor

S.R.Smith

Lane Line Anchor for 
Overflow Pools

• Low profile lane line anchor for use on pools with overflow gutters

• Marine-grade, 316 stainless steel that’s vinyl coated for extra protection

• 140mm and 200mm lengths

• ChemSet anchor kit included

Model # Description

17-61-140S Lane line anchor, 140mm stainless steel

17-61-200S Lane line anchor, 200mm stainless steel

ChemSet Anchor

140mm Anchor

200mm Anchor

PART #:

 145 

 22 

Plastic Flat Head Screw Cap

50mm anchor
retaining screw

Anchor Body

 32min core drill 

150 allows anchoring
past the tiling24MPa min rated anchoring

epoxy.

Wipe away any excess epoxy
with a damp cloth.

Use plastic screw to cap and protect
threads from excess epoxy falling inside

Appropriate core hole width creates 
improved stress barrier between 
the multiple interfacing surfaces. 
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Installation
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17-61-005-1 Chem Set Anchor

S.R.Smith

Lane Line Anchor for 
Overflow Pools

• Low profile lane line anchor for use on pools with overflow gutters

• Marine-grade, 316 stainless steel that’s vinyl coated for extra protection

• 140mm and 200mm lengths

• ChemSet anchor kit included

Model # Description

17-61-140S Lane line anchor, 140mm stainless steel

17-61-200S Lane line anchor, 200mm stainless steel

ChemSet Anchor

140mm Anchor

200mm Anchor

PART #:

 145 

 22 

Plastic Flat Head Screw Cap

50mm anchor
retaining screw

Anchor Body

 32min core drill 

150 allows anchoring
past the tiling24MPa min rated anchoring

epoxy.

Wipe away any excess epoxy
with a damp cloth.

Use plastic screw to cap and protect
threads from excess epoxy falling inside

Appropriate core hole width creates 
improved stress barrier between 
the multiple interfacing surfaces. 
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17-61-005-1 Chem Set Anchor

140mm Anchor

ChemSet Anchor

200mm Anchor

Anti Wave Stainless Steel Lane  
Line Anchor

Installs in to the pool wall, for anchoring lane lines. 
Includes coupling nut for threaded rod extension.

LANE-AWAY UNDER

CONCOURSE STORAGE

Concourse Storage

Model/Item No. Description

13-61-001-SO Lane-away under concourse storage

Under Concourse Storage

Space-saving under concourse lane line storage 
for new pool construction.

• 316 stainless steel hatch and frame

•  Pop up roller for smooth lane line delivery and 
removal

•  Recessed hatch design for tiling to match 
concourse



14 Commercial Catalogue   S.R.Smith  |  2019

STARTING 
BLOCKS AND 

RACING

STARTING BLOCKS

BACKSTROKE POLES

 FALSE START POLES

BACKSTROKE FLAGS

PARTS & ACCESSORIES

LANE LINE

PARTS & ACCESSORIES

Lane Saver Caddy

Fits over the edge of the pool deck, protecting 
the lane lines from damage as they are removed 
from the pool.

Lane Line Parts & Accessories

Model/Item No. Description

4-61-1316-99 Lane Line Cable (per metre)

30-61-1014 Lane Saver Caddy

5-61-606 Long Clamp with S-Hook

5-61-607 Long Clamp with Snap Hook

5-61-3131 Swag - 3mm - Copper

5-61-3132 Thimble - 3mm - 316SS

Lane Line Cable

Replacement cable for lane lines. 316 stainless 
steel, 3.1mm with diameter and max force of 5kn.

Long Clamp with S-Hook

The Long Clamp with S-Hook aids in attaching 
the lane line to the anchor.

Long Clamp with Snap Hook

The Long Clamp with Snap Hook aids in 
attaching the lane line to the anchor.

LA
N

E 
LI

N
ES


